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Steel Plastic Composite Geogrid

B Product Introduction

This product is produced through making composite high strength an—
ti—crack belt through extruding with high strength steel wire(or other fiber), and
polyethylene(PE) adding other agents. There is rough embossing in the sur—
face, and it is high—strength reinforced geobelt. This kind of belts are woven
horizontally or vertically according to a certain interval or arrange and clamp
and shape through welding the joint together with special intensified adherent =

welding technology, which is reinforced geogrid.
B Product Features

1. The strength is high, and deformation is small;

2. Creep deformation is small;

3. Anti—corrosion and the lifelong is long: Steel and plastic geogrid takes
plastic as the protective coating, and adds different agents to make it anti-ag-
ing, anti-oxidation, and be able to resist corrosion of bad environment such as
acid, alkali and salt. So steel plastic geogrid can meet the usage requirement
for over 100 years of different permanent projects. And the performance is
good, and dimensional stability is good;

4. The construction is convenient, period is short, and cost is low: The
laying, connecting and positioning of steel plastic geogrid is easy, flat, which
avoids overlap, and can shorten construction period effectively, and save
10%-50% of the project cost.

B Product Application

It is mainly applied in soft foundation reinforcement in road, railway, abutment, approach, dock, revetment, dam, residue
plant, etc., and fields such as barricade, road anti—crack projects, etc.

Bl Technical Parameter

Model
ltem
30-30 | 40-40 | 50-50 | 60-60 | 80-80 | 100-100 | 125-125 | 150-150 200-200

Tensile strength | MD 30 40 50 60 80 100 125 150 200
per meter, KN/'m| cyp 30 40 50 60 80 100 125 150 200
Yield elongation MD <3%; <4%

ratio, % CMD <3%; <4%

; >30N; >100N;>150N; >200N; =>250N

Peel strength of | Ordinary type
welding point | Node-raising type >200N; >250N; >300N; >350N; >400N; >500N

Width 2m™~6m




